
C12-Double Wall Wash C1212 2WW
12″ x 12″ Parabolic

Double Wall Wash

Type: _______________________________________________

Job Description: ______________________________________

Features
• Provides uniform wall wash with a broad distribution for

an environment that appears larger and brighter.

• Parabolic shaped louver provides the same efficiency
and aesthetics as a standard parabolic.

• Double wall wash unit is ideal for corridors or hallways,
providing low glare illumination down the hallway and a
uniform wash on both walls.

• Efficient lamp technology and wide luminaire spacing
minimizes watts per square feet.

• Torsion spring retained louver allows the unit to be
installed in either a dropped ceiling or in a hard ceiling.

Construction
Fixture housing is constructed of code gauge steel. Universal
mounting brackets are constructed of galvanized steel for
rigidity and corrosion resistance. Louver is interlocked and is
retained by two torsion springs. Louver is completely self
flanged.

Finish
Fixture housing and all parts are prepainted white enamel.
Standard louver finish is semi-specular low iridescent natural
anodized aluminum (LD). Low iridescence specular anodized
aluminum is available as an option (LS).

Air Handling
All fixtures are static. Air handling capability is not available.

Installation
Luminaire fits in a 115⁄8″ recessed square opening. A template
is provided with every 10 fixtures (or per order if quantity is
less than 10). Universal mounting bracket can be adjusted 3⁄4″
vertically. The universal mounting bracket accepts 11⁄4″ or 3⁄4″
lathing channel. Channel is supplied by others. Self flanged
louver conceals all cut tile edges.

Labels & Electrical
Fixtures are approved by UL and bear appropriate UL recessed
labels. Fixture is available with a 2″ x 3″ access plate that can be
installed without tools. Access plate allows fixture to be wired
without opening fixture or wireway. Fixtures can operate either (2)
18W R.S. twin tube compact fluorescent lamps or (2) 27W R.S.
twin tube compact fluorescent lamps. Lamps are provided by
others. Lamps other than the 18W and 27W rapid start twin tube
compact fluorescent will not provide uniform illumination across
the louver. Additionally a uniform wash will not be provided with
lamps other than the 18W R.S. or 27W R.S.

Ceiling Compatibility
The luminaire is available with a fit in flange only. If installed in a
grid ceiling, the fixture must sit in the middle portion of the tile,
away from the grid. The channel that is provided by others can
set on and be wired into the tee runners for maximum support.

For symmetric distribution, specify Columbia T1212 Series.

P82

2″ x 3″
Access Plate

Complete ordering information on back. Dimensions and specifications subject to change without notice.

Adjustable Hanger
Two universal mounting brackets are attached to the fixture at the factory.
Channel, supplied by others, will fit through the bracket and support the fixture.

Ceiling Compatibility

5 3/
4
"

Universal
Mounting
Bracket

53⁄4″

Lathing Channel
(Channel supplied by others)

12″

115⁄8″ 12″

12″ 14″

12″

14″

Flanged cut out dimension for single unit only: 115⁄8″ x 115⁄8″
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Fixture Multiple Units Multiple Units Multiple Units

Mounted On 6′ Centers On 8′ Centers On 10′ Centers

31/2′ From

Wall

3″ 11 7 11 11 6 11 10 5 10
6″ 16 8 16 16 6 16 15 6 15
12″ 22 11 22 21 7 21 21 6 21
24″ 24 15 24 23 9 23 23 6 23
36″ 20 17 20 19 12 19 19 8 19
48″ 17 17 17 15 12 15 15 9 15
60″ 13 13 13 12 12 12 12 9 12
72″ 12 14 12 10 10 10 9 9 9
84″ 9 12 9 8 9 8 8 8 8
96″ 8 9 8 7 8 7 7 7 7

Vertical Footcandle Distribution on Wall Surface

31 26 22

Average
Horizontal

Footcandles
at 30″

Single or Double Wall Wash - 18W Lamp

Fixture Multiple Units Multiple Units Multiple Units

Mounted On 6′ Centers On 8′ Centers On 10′ Centers

31/2′ From

Wall

3″ 15 10 15 15 8 15 14 7 14
6″ 22 11 22 22 8 22 21 8 21
12″ 31 15 31 29 10 29 29 8 29
24″ 34 21 34 32 13 32 32 8 32
36″ 28 23 28 27 17 27 27 11 27
48″ 24 24 24 21 17 21 21 13 21
60″ 18 18 18 17 17 17 17 13 17
72″ 17 20 17 14 14 14 13 13 13
84″ 13 17 13 11 13 11 11 11 11
96″ 11 13 11 8 11 8 10 10 10

Vertical Footcandle Distribution on Wall Surface

43 36 31

Average
Horizontal

Footcandles
at 30″

Single or Double Wall Wash - 27W Lamp

Double Wall Wash
The double wall wash C12 is ideally suited for illuminating cor-
ridors. The C12 looks the same as a standard parabolic which
would typically be used in the larger office areas. Lamps can be
used, matching the same color as those used in the larger of-
fices.

Distance
From

Ceiling

Distance
From

Ceiling

= 2′ x 4′ Parabolic

= C12 Double Wall Wash

Length: 101/2″
Watts: 18W
CRI: 82
Available k°: 3000°, 3500°, 4100°
Generic Cat. No.: F18BX/SPX/RS
Lumens: 1250

Length: 1227/32″
Watts: 27W
CRI: 82
Available k°: 3000°, 3500°, 4100°
Generic Cat. No.: F27BX/SPX/RS
Lumens: 1800

LER: W/A Energy Cost: W/A
Input Watts: W/A BF: W/A

The above energy calculations were conducted
using a specific lamp/ballast combination. Actual
results may vary depending upon the lamp and
ballast used. Lamp and ballast specifications are
subject to change without notice.
*Comparative annual lighting energy cost per 1000
lumens based on 3000 hours and $0.08 per KWH.
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Options

2WW - Double Wall Wash

- -   - - -
Model

C1212 Series - 12″x12″

No. of Lamps

2 - (2) Lamps

Ceiling Type

F - Fit-in Flange (only)

Louver Finish

LD - Low Iridescence
Semi-Specular

LS - Low Iridescence
Specular

Cells
Crosswise

2 - 2 cells

Cells
Lengthwise

2 - 2 cells Voltage

120 - 120V
277 - 277V

Ballast

ETT - Electronic Twin Tube,
Instant Start,
(Specify voltage)

For a specific ballast vendor,
show as option.

Lamp Type

18TT - 18 Watt Twin Tube Compact Fluorescent
27TT - 27 Watt Twin Tube Compact Fluorescent
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